AMERICAN
FLOOR MATS walk well

5862 Hubbard Drive
Rockville, MD 20852 RECESSED MOUNTED MAT
el sl [INSTALLATION INSTRUCTIONS

http://www_americanfloormats.com

Proper installation is necessary to ensure that your warranty is honored.
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1. Before beginning installation, confirm that the orientation of the tread surfaces on the mat
bi jicul : B et

2. Provide blockout in concrete 2" (50.8 rnm) greater than the actual width and length of
the framed mat unit. The frame depth is 3/4" (19.0 mm). Subtract finished floor depth

from the frame depth and add 1/4" (6.4 mm); this dimension will be your total blockout
depth.

— The additional 1/4" (6.4 mm) allows for irreqularities in the concrete base of the pit opening.

— Irregularities beyond 1/4" (6.4 mm) will not permit the exposed frame surface and the
horizontal plane of the mat surface to align properly.

3. After concrete has cured, remove wood frames.

ALUMINUM FRAME ASSEMBLY
ASSEMBLED FRAME

ALUMINUM CORMER LOCK.
(90F022001)

DETAIL A

USE A CHISEL TO SECURE
CORNER LOCK IN PLACE
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Assemble the pieces of the mat frame using aluminum corner locks provided.

* The ends of the frame pieces have been mitered to permit easy assembly. (See Detail A)

Center the frame assembly in the formed blockout.

* MNote the frame assembly requires shimming to locate exposed frame surface flush with
the finished floor surface.

* Confirm that the frame depth will accomodate the thickness of the adjacent floor finish.

Once the unit has been shimmed, anchor the unit in place.

Clean concrete blockout to remove all dirt, oily films, and debris.
Grout the concrete pit surface using a waterproof self—leveling grout.
Recommended brands of grout:
* Quikrete #1585 mixed with #8610 acrylic fortifier

For technical assistance call Quikerete @ 404-634—9100
* VinylCrete with acrylic fortifier

For technical assistance call F.H. Leinweber Co. @ 708—424—-5914

* Pour and level the grout using the legs within the framed opening as screed points.

9. Complete frame assembly installation by applying the grout between the frame and the
concrete.  Pour the grout flush with the surrounding concrete.
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the framed opening.
GROUT EXTRUDED ALUM. FRAME

SQUARE EDGE VINYL
FLOOR FINISH (17A003000) '| MAY BE CUT TO FIT
GROUT _ IF NECESSARY
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SHIMS BY INSTALLER

'RFACE MOUNTED MAT

TAPERED VINYL EDGE —\

CARPET TREAD

1. Unroll mat in place at the specified area.

* Refer to "Welero Anchor Application” (on reverse side) for installation of large,
multi—sectioned mats,

ALTERNATE ALUMINUM FRAME
OPTIONAL ALUMINUM FRAME
(17A005000)

DOUBLE—FACED TAPE
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ALTERNATE PIPE STEM FRAME
HEW OR EXEING CAREEY *\ PIPE STEM FRAME
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